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Code Title  Edition  

Indiana Residential Code 2009 

Section number and title  Page  

E3609.7 Bonding other metal piping. 664 
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551 Grassy Ln., Indianapolis, IN  46217 (317) 370-3444 

PROPOSED CODE CHANGE (Check One) 

 Change to read as follows Add to read as follows  Delete and substitute as follows  Delete without substitution 

E3609.7 Bonding other metal piping. Where installed in or attached to a building or structure, metal piping systems, including gas 
piping, capable of becoming energized shall be bonded to the service equipment enclosure, the grounded conductor at the service, 
the grounding electrode conductor where of sufficient size, or to the one or more grounding electrodes used. The bonding jumper 
shall be sized in accordance with Table E3908.12 using the rating of the circuit capable of energizing the piping. The equipment 
grounding conductor for the circuit that is capable of energizing the piping shall be permitted to serve as the bonding means. The 
points of attachment of the bonding jumper(s) shall be accessible. 
 
EXCEPTION: See G2411.1.1 for the grounding and bonding requirements for Corrugated Stainless Steel Tubing (CSST). 
 

REASON AND FISCAL IMPACT 

G2411.1.1 covers the bonding requirements for CSST and E3609.7 appears to preempt that section. 
 

REVIEW RECOMMENDATION 

Approve 

Disapprove 

Approve as amended 

Further Study 

 


